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Revision| Date Description
Engineered by: Name: Date: Scale: 1:1 .
Galba, J. Designer: |Galba, J. | 26/03/2011 .
Approved:|Galba, J.  [26/03/201 | SheefSize: A3
ProJect: ) Material: Aluminum-6061
Miniature Model Engine Tofal Mass: 0,226 kg
Title:
Corresponding symbols \V4 v A\VAVARIR A ZBAVAVAVAL A A 4 . . . .
Roughness Classes ( NBN 88-02 ) ( ISO 1302 ) N11 N10 N9 N8 N7 N6 N5 N& 6 EYI.lnder - Radlal Englne (PneumafIC)
Roughness Value “Ra” in pm ( NBN 88-02 ) ( 1SO 1302 ) 25 12,5 6.3 3.2 1,6 0,8 0,4 0,2 valve HOUSII’]g

Allowable deviations for dimensions without tole

rance indication (machined surfaces)

For measurements ( deviations in mm ) Fillets and chamfers Angles (in ° and ')
Dimensions in mm Dimensions in mm Length of the shortest leg
Accuracyclass =55 S2000 [ 05 [ >3 | »6 [ =30 [~120 [ [ =10 [>50 [~120]
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Design State:
Released

Drawing made with
autodesk Inventor
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